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Abstract
A set of mathematical formulation is adopted to study vapor deposition from
source materials driven by heat transfer process under normal and oblique
directions of gravitational acceleration with extremely low pressure environment
of I0 -z mmHg. A series of time animation of the initiation and development of
flow and temperature profiles during the course of vapor deposition has been
obtained through the numerical computation. Computations show that the process
of vapor deposition has been accomplished by the transfer of vapor through a
fairly complicated flow pattern of recirculation under normal direction
gravitational acceleration. It is obvious that there is no way to produce a
homogeneousthin crystalline films with fine grains under such a complicated
flow pattern of recirculation with a non-uniform temperature distribution under
normal direction gravitational acceleration. There is no vapor deposition due
to a stably stratified mediumwithout convection for reverse normal direction
gravitational acceleration. Vapor deposition under oblique direction
gravitational acceleration introduces a reduced gravitational acceleration in
vertical direction which is favorable to produce a homogenousthin crystalline
films. However, oblique direction gravitational acceleration also induces an
unfavorable gravitational acceleration along horizontal direction which is
responsible to initiate a complicated flow pattern of recirculation. In other
words, it is necessary to carry out vapor deposition under a reduced gravity in
the future space shuttle experiments with extremely low pressure environment to
process vapor deposition with a homogenouscrystalline films with fine grains.
Fluid mechanics simulation can be used as a tool to suggest most optimistic way
of experiment with best setup to achieve the goal of processing best no_!inear
optical materials.
l.lntroduction
In recent years, a great deal of interest has been directed toward the use
of organic materials in the development of higher efficiency optoelectronic
devices. There is a myriad of possibilities amongorganics which allows a great
deal of flexibility in the design of unique structures with a variety of
functional objectives. The use of nonlinear optical (NLO) organic materials as
thin film waveguides allows full exploitation of their desirable qualities by
permitting long interaction lengths and large power densities with modest power
input(Nayar and Winter, 1990). There are several methods in use to prepare thin
films, such as Langmuir-Blodgett(Carter et al., 1988; Kajzar et al., 1983; Kajzar
and Meissier, 1988), growth from sheared solution or melt(Thakur and Meyler,
1985; Thakur et al., 1986; Seymouret al., 1985), and melt growth between glass
plates(Ledoux et al., 1986). This method, for preparing thin films, has shown
someevidence that microgravity processing with extremely low pressure of 10-2
mmHg maybe beneficial.
Epitaxial growth onordered organic and inorganic substrates andvariations
in processing conditions have been used to prepare highly oriented
polydiacetylene and phthalocyanine films. The relationship of processing
conditions to uniformity in thickness, degree of orientation, and nonlinear
optical properties are very important. Also, improvements in fabrication
techniques for growth of thin films by vapor deposition would be useful. Time
variation of the initiation and formation of flow field and temperature
distribution during the vapor deposition process under extremely low pressure
environment can provide a better understanding in the framework to determine
whether nonlinear optical thin films should be grown in space to improve
uniformity in thickness and homogeneity if ground-based research and theoretical
studies indicate that this is feasible.
NASAMarshall Space Flight Center is currently engagedin the research of
using a vapor deposition methodto process nonlinear optical materials by growing
thin crystalline films of diacetylene monomer(Paleyet al., 1992). A better
understanding of flow profiles and temperature distribution for vapor, which is
produced from source material and propagates through the major driving mechanisms
of heat transfer with natural convection and the diffusion process, can greatly
enhance and improve the technique of nonlinear optical material processing.
In this study, an initiation and development of time-dependent, three-
dimensional fluctuations of flow profiles and temperature distribution driven by
heat transfer with a natural convection under normal and oblique directions of
gravitational acceleration with extremely low pressure environment have been
considered. Purpose of this study is to investigate the probability of
processing vapor deposition under normal gravity with various directions to
produce a homogenousthin crystalline films with fine grains. Results of present
study will provide the critical guidelines for future space shuttle experiments.
Size of container adopts in this simulation will be served directly to facilitate
the infrastructures to be used for both ground-based and space shuttle
experiments.
II. Mathematical Formulation
Governing equations, initial and boundary conditions for the present study
of convection-driven material processing are illustrated.
(II-A) Governing Equations
Consider a co-axial cylinder with an inner radius of RI and an outer radius
of Rz. The heights of the outer and inner cylinders are L2, and (L2 - Ll)_
respectively. Figure i shows the geometrical configuration of the co-axial
cylinder. For the purpose of considering the mathematical formulation,
cylindrical coordinates (r, 8, z) with a corresponding velocity components (u,
v, w), and corresponding components of gravity acceleration (gr, ge, gz) i_
adopted. Figures I(A) and I(B) show the geometrical configuration of co-axial
cylinder in the r-z plane and r-0 plane, respectively. There are two temperature
zones in this co-axial cylinder. The external walls of the outer cylinder are
surrounded by water jacket which maintains a constant temperature of 120° Cwhile
the walls of the inner cylinder keeps a constant temperature of 30° C. A low
pressure air with the pressure of i0 -z mmHe (= 1.333 N/m2) is filled in the gap
between the outer and inner walls of the co-axial cylinder. The flow profiles
and temperature distributions of the low pressure air are mainly governed by the
natural convection of the flow pattern in this problem. The governing equations
can be shownas follows:
(a) Continuity Equation
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(c) Energy Equation
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Here, p, p, T, #, k, and g denote density, pressure, temperature, viscous
coefficient, heat conduction coefficient of air, and background gravity
acceleration, respectively. _ is the angle between the gravity vector and the
axis of cylindrical cylinder. In this case, T. and p_ stand both air temperature
and density at the conditions of low pressure at 10-z mm Hg and heat sink at the
wall of the inner cylinder at T = 30 ° C. In these mathematical expressions,
Boussinesq approximation is employed to formulate the relationship between local
fluctuations of density and temperature through the thermal expansion coefficient
which replaces the equation of state.
(II-B) Initial and Boundary Conditions
The initial and boundary conditions have been assigned explicitly to solve
governing equations (Ii) to (5) simultaneously.
(a) Initial Condition
At time t = 0, all the flow profiles vanish, i.e.
u = v = w = 0 everywhere <6}
The temperature distribution of fluid inside the container is 30°C, a_d
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outside the container is expressed by
T = 30 ° C at r _< RI, 0 _< 8 < 2_, (Lz - LI) _< z < L 2 (7)
T = 120 ° C at z _< O; r _> O; 0 _< 8 _< 2_ (8)
at z _> L2; r >_ 0; 0 _< 8 _< 2_ (9)
at 0 _< z <_ L2; r >_ R2; 0 _< _ _< 2_ (i0)
Pressure profile inside the container is
p = 10 .2 mm Hg = 1.333 N/m 2 (Ii)
(b) Boundary Conditions
At time t > 0, temperature distribution shown in Equations (7) to (I0) , and
pressure profile shown in Equation (ii) remain to be true.
For flow profiles, no penetration and no slip conditions along the surfaces
of solid wall shall apply, namely
u=v=w=O
along the surfaces of r = RI, 0 _< _ _< 2_, (L2
r >_ 0, 0 < 8 _< 2_, z = 0;
r _> 0, 0 _< 8 _< 2_, z = L2; and
r = R2, 0 _< 9 -< 2_, 0 _< z _< L2
LI) _< z -< Lz;
(12)
(13)
(14)
(15)
(16)
A co-axial cylindrical container designed to be used directly in the future
space shuttle experiments, illustrated in Figure i, with following specifications
are assigned: LI=6 cm, L2=12 cm, RI=0.9 cm, and R2=1.5 cm. Following physical
parameters were used: gravity acceleration go = 9.81 m/s z, air pressure=l.333
N/m 2, air density=l.71xl0 -5 kg/m 3, air viscosity coefficient=2.0xlO -s m2/s,
coefficient of thermal expansion for air (_)=2.87xI0 -3 I/K and Prandtl number for
air=0.72.
to investigate the most significant driving parameters in this study, let
us consider the inertia, buoyancy and viscous terms,
w.w/L - gz_AT - W_/6T z (17)
respectively, which are on the sameorder of magnitude in momentumequation shown
in Equation (4); and convection and conduction terms,
w/LAT - _ AT/6T2 (18) ,
respectively, which are also on the same order of magnitude in energy equation
shown in Equation (5). Here, 6r is the thermal boundary layer thickness; L is
the height of container along z-axis; v = #/p is the kinematic viscosity; and
= k/pcp is the thermal diffusivity. From convection and conduction terms in
Equation (18); from inertia and buoyancy terms in Equation (17); and from
bouyancy and viscous terms in Equation (17), we can obtain induced convective
velocity of flows as follows:
w - =L/6_ z
w - (gz_LAT) I/z
and w - (gz_6z2AT)/v
(19)
(20)
(21)
respectively. By equating Equations (19) and (21), we have the relationship of
6T/L - Ra-l/4 (22)
based on the balance between bouyancy and viscous forces. By equating Equations
(19) and 20), we have another relationship of
6T/L - (Ra. Pr)-i/4 _ (Gr)-i/4 (pr)-i/2
based on the balance between buoyancy and inertia forces.
(Ra), Grashof number (Gr), and Prandtl number (Pr) are defined as
Ra = gz_L3AT/_ (24)
Gr = gz_L3AT/v 2 = Ra/Pr (25)
and
(23)
Here Reyleigh number
Pr = u/_ (26)
Since the heat transfer coefficient scales as k/6 T (Bejan, 1995), the Nusselt
number (Nu) varies as
Nu = hL/k - Ra I/4 (27)
from Equation (22) based on the balance betweenbuoyancy and viscous forces; and
Nu varies as
Nu - (Ra-Pr) I14 - (Gr) I14 (Pr) If2 (28) ,
As indicated by Bejan (1995), both theoretical and laboratory measurement show
that Equation (27) is particularly applicable for Pr > i fluids, while Equation
(28) is dominated by Pr << i fluids. For the case of present research, the
dominated parameter is Rayleighnumber rather than Grashof number (Bejan, 1995).
In this study, it is shown later in the numerical simulation that the
maximum induced flow velocity driven by convection is 0.2 m/s. Reynolds number
(Re = wD/_ where D is the diameter of container) for the flow pattern based on
this maximum flow velocity is 150 which is far below the possibility to produce
turbulent flow fields. Grashof number (Gr) and Rayleigh number (Ra) for the
present case study are 8_X 106 and 7.8 X 108 , respectively, under normal gravity
condition. It is well-known that the condition for the onset of convection with
fluid layers heated from below is Ra > I.i X 103 (Bejan, 1995). In other words,
the total elimination of the onset of induced convection with the proposed size
of container is possible only to perform the space experiment of material
processing under the reduced gravity environment of 10 -4 go and below.
III. Mathematical Simulation of Flow Profiles and Temperature Distributions
Equations (i) to (5) subject to initial conditions shown in Equations (8)
to (ii), and boundary conditions shown in Equations (12) to (16), have been used
to solve time-dependent, three-dimensional flow profiles and temperature
distributions numerically. The computer algorithms employed in this study have
been developed and illustrated in our earlier studies (Hung et al., 1992 a, _,
c, d; 1993 a, b; 1994 a, b, c, d, e), and will not be repeated in this paper_
The time step is determined automatically based on the size of grid points and
the velocity of flow fields. As the thickness of boundary layer is inversely
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proportional to the square root of Reynolds number, size of grid points shall be
adjusted according to the flow fields of Reynolds number. In other words, the
size of grid points shall be smaller as the flow fields of Reynolds number
becomes greater. Fail of adjusting the size of grid points based on the
increasing of Reynolds number will result in the numerical instability to the
extreme severity of the local oscillations ( Kitchen et al., 1978; Kitchens,
1980). Special care shall be attempted to eliminate these numerical
instabilities by properly adjusting the size of grid points which eventually
contribute to the adjustment of time steps. It is needless to say that the
development of a real physical instability will certainly occur at the higher
Reynolds numberbecause of less viscosity effect contributing to the damping of
flow disturbances. It is utterly important for us to distinguish the differences
between numerical and real physical instabilities, particularly for the flows
with high Reynolds number.
In this study, two sets of the size of grids, with the grids of 17 X 34 X
42 and 23 X 34 X 82 along (r,8,z) coordinates, have been designed to carry out
numerical computations. As the Reynolds number of 150 with maximuminduced
velocity of 0.2 m/s for the present case, there is no difference concluded for
numerical results obtained for either grids chosen. By using the grids of 17 X
34 X 42 in the computation of flows with higher Reynolds number, such as Re
1500 with induced velocity of 2.0 m/s and higher. An extremely severe numerical
instabilities of flow field is resulted.
With grids of 17x34x42, the average time step determined from the size of
grid points and velocity of flow fields is 0.0007 s, while the CPUtime req_ired
by the Supercomputer CRAYII to execute one time step is 3.019 s. The total C_U
time consumedfor each of the three cases in this study is 12000 s CRTf_-Ii
computer time.
In this study, direction of background gravity along three different
directions with _ = 0°, 45° and 180° along the r-z plane with 9 = 0° are chosen
as the examples to investigate the characteristics of convection-driven flow and
temperature profiles. Results of present study will be used as the guidelines
to facilitate the space experiments to be carried out with the container
specified in this paper.
Various references have been cited by Bejan (1995) in the study of induced
convective heat transfer with fluid layers heated from below, top, side, oblique,
etc., under the normal atmospheric pressure. As mentioned in the Introduction,
purpose of this study is to investigate time variation of the initiation and
formation of flow field and temperature distribution during the vapor deposition
process to determine the possibility of processing nonlinear optical thin films
under the extremely low pressure environment of 10-2 mmHg. Study of induced
convective heat transfer under such a low pressure environment has not been done
earlier, and there is no available literature for comparison. However, there is
a qualitative agreement of both flow profiles and temperature distribution for
the induced convections under normal atmosphere pressure and 10-2 mmHg low
pressure.
(A) Convection Driven by Normal Direction (_=0°) Gravitational Acceleration
Time animation of the development of flow fields with normal direction (_=-
0°) gravitational acceleration is illustrated in Figure 2 for convection-induced
flow vectors (in terms of directions and magnitudes of convection induced-flow
velocities) in r-z plane. The maximumvelocity for each subfigure is specified
separately at the corresponding subfigure. For the convenience of comparison, 8
subfigures with time sequenceat t= 0.22, 0.58, 1.29, 1.72, 1.99, 2.39, 2.70, and
3.10 s throughout this paper are illustrated. Following results are concluded
in these series of subfigures in Figure 2: (a) A convection induced downwardflow
toward the bottom of outer cylinder with inflow stream is initiated at the bottom
of central column at time t<0.2 s (not shown). (b) A convection induced downward
flow along the surface of cylindrical central columnwith inflow from the surface
of Outer cylinder toward the surface of cylindrical central column (at upper
section of container within the slender gap between co-axial cylinders) is also
initiated during the time period of 0.2 s<t<0.4 s. (c) A convection induced flow
patterns of upward flow along the surface of outer cylinder and downwardflow
along the surface of inner cylinder (central column) are gradually formed (at
upper section of container within the slender gap between co-axial cylinders)
with intensified flow velocities accompaniedby a stream of inflow from the
surface of outer cylinder to inner cylinder during the time period of 0.2 s<t<0.9
s. (d) A tendency of convection induced inflow pattern toward center of axial
coordinate at upper section of container with heights in z>2.7 cm, and outflow
pattern toward the surface of outer cylinder at lower section of container with
heights in z<2.7 cm are gradually formed for time t>0.9 s. (e) It shows a
convection induced flow pattern of two recirculation flows with centers at
(rc,z=)=(±l.9, 2.7) cm where r c and z= denote the centers of recirculation flow
along r- and z- coordinates, respectively. Direction of left-hand-side
convection induced recirculation flow is clockwise while that of the right-hand-
side convection induced recirculation flow is counter-clockwise circulation for
time t>l.3 s.
For the purpose to illustrate the flow patterns of convection induced
inflow and outflow, Figures 3 and 4 show time animation of initiation and
development of convection induced inflow in the region below the central co%_imn
(at z=5.55 cm), and convection induced outflow in the region near the bottom of
outer cylinder (at z=0.45 cm), respectively. Figures 3 and 4 also show
convection induced flow vectors (in terms of directions and magnitudes of induced
i0
flow velocities) in r-0 (x-y) plane. The maximumvelocity for each subfigure is
also specified separately at the corresponding subfigure. It is interesting to
emphasize that there is an induced inflow region with flow from the surface of
outer cylinder inward toward the central direction with location at the upper
section of container with heights in z>2.7 cm. It is also an induced outflow
region with flow from the center of axial coordinate outward toward the surface
of outer cylinder at the lower section of container with heights in z<2.7 cm.
Before the induced flow is developed to such a clear-cut regions of upper part
with inflow and lowerpart with outflow for the flow approaching to steady-state
case, there is an induced transient flow pattern at the beginning of flow
formation. Figure 3 shows that there is an induced temporary outflow formed at
the exterior region of container near the surface of outer cylinder at the very
beginning of flow initiation. This induced temporary flow region disappears
quickly as the flow development near the steady-state. Obviously, the major
vapor deposition at the bottom surface of the central column are contributed by
the induced inflow from exterior flow zones which were brought upward along the
surface of outer cylinder from the evaporation of source materials stored at the
bottom surface of outer cylinder. In other words, the flow analysis indicates
that the vapor deposition at the bottom surface of central column was not a
result of direct straight upward diffusion from the evaporation of source
materials stored at the bottom surface of outer cylinder. It is rather a vapor
deposition process resulted from a fairly complicated induced flow pattern of
recirculation.
Figure 5 shows a time animation of the initiation and formation of
temperature profiles due to induced convection in r-z plane at #=0° and 180°
during the course of the entire induced flow region development. The curves show
in Figure 5 are the isothermal lines with values indicated with temperature in
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°C at the corresponding locations. Comparisons of Figures 2 to 5 can be
concluded as follows: (a) At time t=o (not shown), there is a very sharp
temperature varying from 30 to 120 °C in a fairly thin layer. (b) An initiation
of downwardinduced flow from the bottom of central column toward the bottom of
outer cylinder immediately creates a gradually expanding positive temperature
gradient along the downwarddirections for time t>O.l s. (c) A flow pattern of
induced inflow from the surface of outer cylinder toward the center of axial
coordinate promotes a parabolic shape temperature profile with downside tip point
around the center of axial coordinate due to the induced downwardcold streams
from the bottom of central column for time t>0.1 s. (d) An induced upward
profile of temperature distribution at the exterior region of container around
the surface of outer cylinder is a result of induced upward flow pattern along
the corresponding surface. (e) An induced downward elongation profile of
temperature distribution immediately around the neighborhood of the surface of
inner cylinder (central column), is a result of induced downwardflow pattern
along the corresponding surface.
(B) Convection Driven by Reverse Normal Direction (_r=lS0°) Gravitational
Acceleration
Time animation of the development of induced flow fields associated with
reverse normal direction (#=180Q) gravitational acceleration is illustrated in
Figure 6 for convection induced flow vectors (in terms of directions and
magnitude of induced flow velocities) in r-z plane. The maximumvelocity for
each subfigure is specified separately at the corresponding subfigure. This
problem can be divided into two sections for flow fields induced by the reverse
normal direction (_=180°) gravitational acceleration. For z > 6 cm, the pro_le_
associated with horizontal heating from the outer walls of cylinder toward the
central wall within a narrow cylindrical slit of space. For z < 6 cm, this is
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a typicalproblem of vertical heating from the top (downwardgravity direction).
As the source material is located at the surface of z = 0, and the location of
vapor deposition is designed at bottom horizontal surface of central column a>
z = 6 cm, the flow profile in z > 6 cmhas very little effect on the flow pattern
of vapor deposition. Thus, we can ignore the flow profiles induced within a
narrow cylindrical slit of space. As to the flow in z < 6 cm, Figure 6 shows a
stably stratified mediumand natural convection is completely prohibited.
For the purpose to illustrate the flow patterns of inflow and outflow
induced by the reverse normal direction (_=180°) gravitational acceleration.
Figures 7 and 8 show time animation of initiation and development of outflow in
the region below the central column (at z = 5.55 cm), and inflow in the region
near the bottom of outer cylinder (at z = 0.45 cm), respectively. Figures 7 and
8 also show flow vectors (in terms of directions and magnitudes of induced flow
velocities-) in r-8 (x-y) plane. The maximumvelocity for each subfigure is
specified separately at the corresponding subfigure. Comparisonof Figures 6,7,
and 8 show some interesting results as follows: (a) Practically, there is no
induced flow field for natural convection along the vertical direction and only
a stratified mediumis shownin the r-z plane for z < 6 cm due to the phenomena
of vertical heating from the top (downwardgravity direction). (b) There is a
very small induced flow along horizontal direction in r-9 plane for z < 6 cmdue
to the heating from side walls, a slightly greater magnitude at top than that at
bottom in this region for effect of low temperature central column at z > 6 cmo
Figure 9 shows a time animation of the initiation and formation of
temperature profiles driven by the reverse normal direction (_=180°) gravit _
ational acceleration in r-z plane at 8=0° and 180° during the course of the
entire flow region development. The curves showin Figure 9 are the isothermal
lines with values indicated the temperature in °C at the corresponding locations.
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Again, it shows a clear two regions. For region of z > 6 cm, horizontal heating
from side wall drives the convective flow toward the central wall within a narrow
cylindrical slit which shows a series of isothermal curves with temperature
decreasing from side wall toward the wall along central column. As indicated
earlier, this region is not important in our study of vapor deposition from
source materials located at the surface of z = 0 transferring to the bottom of
central column at z = 6 cm. There is not muchvariation in the dynamics of
temperature distribution for the region of z < 6 cmbecause the region is filled
with stably stratified medium, and the natural convection is completely
prohibited.
(C) Convection Driven by 45° Oblique Direction Gravitational Acceleration
In this case, 45° oblique gravitational acceleration is applied along the
r=z plane with 0=0°. In other words, induced flow profile, shown in Figure i0
with r-z plane at 0=0 ° and 180 ° , is an illustration of convective flow induced
by a vector summation of gravitational acceleration with a magnitude of
horizontal 0.707 go (gosin 45 °) rightward, and vertical 0.707 go (goc°s 45°)
downward components. On the otherhand, induced flow profile, shown in Figure ii
with r-z plane at 0=90 ° and 270 °, shows convective flow induced by a reduced
gravity acceleration with a magnitude of 0.707 go downward component.
Comparison of Figures 2 and i0 show the following results: (a) A downward
flow toward the bottom of the outer cylinder with inflow stream is initiated at
the bottom of central column for both normal and oblique gravitational acceler-
ation at time t < 0.2 s. (b) A downward flow along the surface of cylindrical
central column with inflow from the surface of outer cylinder toward the surface
of cylindrical central column (at upper section of container within the slender
gap between co-axial cylinders) is also initiated for both normal and oblique
gravitational acceleration during the time period of 0.2 s < t < 0.4 s. (c) A
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flow patterns of upward flow along the surface of left-side outer cylinder and
downwardflow along the surface of inner cylinder (central column) and right-side
outer cylinder are gradually formed (at upper section of container within the
slender gap between co-axial cylinders) with intensified flow velocities
accompaniedby a stream of inflow at left-side from the surface of outer cylinder
to inner cylinder, and outflow at right-side from the surface of inner cylinder
to outer cylinder driven by 45° oblique direction gravitational acceleration
during the time period of 0.2 s < t < 0.9 s. This asymmetric flow profile is
quite different from the symmetric flow profile resulted from _=0° direction
normal gravity acceleration. (d) A tendency of inflow pattern at left-side, and
outflow at right-side, for height in z > 1.2 cm; and outflow at left-side, and
inflow at right-side, for height in z < 1.2 cm are gradually formed for time t
> 0.9 s. (e) It shows a flow pattern of asymmetric recirculation flow with
center at (rc, zc)=(0.6, 1.2) cm where r= and zc denotes the center of
recirculation flow along r- and z- coordinates, respectively. Direction of
recirculation flow is clock-wise for time t > 1.2 s.
In contrast to Figure i0 for induced asymmetric flow profile in r-z plane
at 0=0°-180 ° due to _=45 ° oblique direction gravitational acceleration, Figure
ii shows an induced symmetric flow profile in r-z plane at 0=90o-270 ° due to a
reduced 0.707 go gravity acceleration in downward direction. Comparison of
Figures 2 and II show the differences in induced flow fields driven by normal (i
go) and reduced (0.707 go) gravitational accelerations. Major differences are
as follows: (a) Upward motions along the surface of outer cylinder are shown for
flow induced by the normal gravity acceleration, while the similar upward motions
around the central axis of the cylinder are resulted for flow induced by the
reduced gravity acceleration. (b) Downward motions around the central axis of
cylinder are illustrated for flow induced by normal gravity acceleration, while
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the similar downwardmotion along the surface of outer cylinder are resulted for
flow induced by the reduced gravity. (c) There are two recirculation flows
generated with centers at (rc, zc) = (±1.9, 2.7) cm, and at (rc, Zc) = (±0.8, 3.23
cm for flows induced by normal and reduced gravity accelerations, respectively.
(d) Directions of left-hand side and right-hand side recirculation flows are
clockwise and counter clockwise, respectively, for flows induced by normal
gravity, while that of the directions of recirculation flows for the similar
sides are counter clockwise and clockwise, respectively, for flows induced by
reduced gravity acceleration. These results show a very important result that
the reduced gravity can help in promoting a direct transport of source materials
at the bottom of outer cylinder to the location of vapor deposition at the bottom
of central column without going through the complicated flow profiles of
transport process.
For the purpose to illustrate the flow patterns of inflow and outflow,
Figures 12 and 13 show time animation of initiation and development of mostly
outflow in the region right below the central column (at z = 5.55 cm), and mostly
inflow in the region near the bottom of outer cylinder (at z = 0.45 cm),
respectively. Figures 12 and 13 also showflow vectors (in terms of directions
and magnitudes of induced flow velocities) in r-# (x-y) plane. The maximum
velocity for each subfigure is specified separately at the corresponding
subfigure. It is interesting to emphasize that there is a flow region with
mostly outflow for flow from the central axis of cylinder outward toward the
direction of the surface of outer cylinder with location at the upper section of
container with heights in z > 0.8 cm. It is also a flow region with mostly
inflow for flow from the surface of outer cylinder inward toward the central axis
of cylinder at the lower section of container with heights in z < 0.8 cm.
Because horizontal component with a magnitude of 0.77 go gravitational
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acceleration contributes to the initiation of very complicated flow profiles,
shownin Figures 12 and 13, there are inflow componentshownin height z > 0.8
cm, and outflow componentshown in height z < 0.8 cm in the range between 135°
< 0 < 225°. In other words, because of the presence of horizontal component
gravitational acceleration due to oblique direction gravity acceleration, the
vapor deposition at the bottom surface of the central column are contributed by
the mixing of (a) inflow from external flow zones in the range between 135 ° < 0
< 225 ° which were brought upward along the surface of outer cylinder from the
evaporation of source materials stored at the bottom surface of outer cylinder,
and (b) the direct transport from the source materials which were upward to the
location of vapor deposition in the rest of the ranges. In other words, the flow
analysis indicates that the vapor deposition at the bottom surface of central
column was able to secure a complete result of direct straight upward diffusion
from the evaporation of source materials stored at the bottom surface of outer
cylinder exposed to oblique direction gravitational acceleration. In other
words, obliqued direction gravitational acceleration can not secure a better
quality vapor deposition because the presence of horizontal component of
gravitational acceleration.
Figures 14 and 15 show the time animation of the initiation and formation
of temperature profiles in r-z plane at 0=0°-180 °, and at 0=90o-270 °, respectively
during the course of the entire flow region development under oblique direction
gravitational acceleration. Figure 14 shows the temporal variation of isothermal
lines resulted from the combination of rightward and downward gravity acceler-
ations. It shows clearly the initiation and development of the progressing of
isothermal lines following the trend of a combination of rightward and down_ard
movement. Comparison of Figure i0 for the velocity profile and Figure 14 for the
temperature profile illustrate a very interesting similarity in these two groups
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of curves.
Figure 15 shows the similar temporal variation of isothermal lines from
another angle point of view which was resulted from a reduced gravit_
acceleration with a magnitude of 0.707 go- Initiation and development of cone
shape temperature profile is resulted from a direct upward induced flow from
bottom surface of outer cylinder transporting toward bottom surface of central
column. These temperature profiles shownin Figure 15, and flow profile shown
in Figure ii, suggest a very promising indication that the vapor deposition under
a reduced gravity environment maybe able to promote material processing of vapor
deposition with a homogeneouscrystalline films with fine grains.
IV. Discussion and Conclusion
In this study, mathematical formulations of the initiation and development
of fluid profiles and temperature distributions driven by the heat transfer
process of natural convection under normal and oblique directions of gravit-
ational acceleration with extremely low pressure environment have been carried
out. Purpose of present study is to investigate the characteristics of vapor
deposition under low pressure environment to be used for promoting the process
of nonlinear optical materials by growing thin crystalline films of diacetylene
monomer(Nayerand Winter, 1990). Numerical computation of a full set of non-
linear fluid dynamics show that vapor deposition process has to be accomplished
through a fairly complicated flow patterns of recirculation under normal gravity
environment both in normal and oblique directions which are the major driving
forces to induce natural convection in low pressure environment. For the case
of natural convection under normal gravitational acceleration with o_%i<_ue
direction along a plane perpendicular to the gravity acceleration, result shows
a possibility to induce a simple direct updraft motion to transport source
materials from the location of storage to the location of vapor deposition under
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a reduced gravitational acceleration. Since the oblique direction gravitational
acceleration is always accompanied with the component of gravitational
acceleration in horizontal direction, the existence of horizontal component i_
responsible for the generation of complicated flow patterns with recirculation.
It can be anticipated that there is no way to produce a homogeneousthin
crystalline films with fine grains under such a complicated flow patterns of
recirculation with a nonuniform temperature distributing in normal gravity
environment. This study suggests that it is necessary to adopt an unique
environment with microgravity to eliminate natural convection. In so doing, we
can carry out an experiment which can simplify the flow pattern and reach a goal
to produce a homogeneousthin films with fine grains in the future space
experiments. Numerical study of fluid mechanics computation can be used to
facilitate most optimistic way of experiment with best setup to achieve the goal
of processing best quality nonlinear optical materials in the future space
experiments.
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Figure Captions
Figure i Geometrical illustration of co-axial cylinders to be used for
mathematical modeling, (A) in r-z plane, and (B) in r-0 plane.
Figure 2 Flow profile initiation and development in r-z plane at 8=0 o and
180° under normal direction (_=0°) gravitational acceleration.
Figure 3 Flow profile initiation and development in r-8 plane at z = 5.55 cm
under normal direction (_=0°) gravitational acceleration.
Figure 4 Flow profile initiation and development in r-0 plane at z = 0.45 cm
under normal direction (_=0°) gravitational acceleration.
Figure 5 Initiation and formation of temperature profile in r-z plane at 8=0°
and 180° under normal direction (_=0°) gravitational acceleration.
Figure 6 Flow profile initiation and development in r-z plane at 0=0° and 180°
under reverse normal direction (_=180°) gravitational acceleration.
Figure 7 Flow profile initiation and development in r-8 plane at z = 5.55 cm
under reverse normal direction (_=180°) gravitational acceleration.
Figure 8 Flow profile initiation and development in r-0 plane at z = 0.45 cm
under reverse normal direction (_=180°) gravitational acceleration.
i"
Figure 9 Initiation and formation of temperature profile in r-z plane at 0=0 °
and 180 ° under reverse normal direction (_=180 °) gravitational accel-
eration.
Figure i0 Flow profile initiation and development in r-z plane at 8=0 ° and 180 °
under oblique direction (_=-45°) gravitational acceleration.
Figure ii Flow profile initiation and development in r-z plane at 0=90 ° and
270 ° under oblique direction (_=45 °) gravitational acceleration.
Figure 12 Flow profile initiation and development in r-# plane at z = 5.55 cm
under oblique direction (_=45 °) gravitational acceleration.
Figure 13 Flow profile initiation and development in r-# plane at z = 0.45 cm
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Figure 14
Figure 15
under oblique direction (_=45°) gravitational acceleration.
Initiation and formation of temperature profile in r-z plane at 8=0°
and 180° under oblique direction (_=45°) gravitational acceleration;
Initiation and formation of temperature profile in r-z plane at 0=90°
and 270° under oblique direction (9=45°) gravitational acceleration
23
.... T 'jr,j
-t
0
B
17
.!
!
_j .,....--
f
i J
_4,A!S
I
J -I
-I
Do
{3
(too)
g'(
I I I I I _
......... ..,,,,+.o. ..........
.,. .... ._lllllllffo. .... ,..
_#,,.._lll|1||tllffIt .... bso
ee,,..,IIIIIItIIIIII_'--°_+
pl,...+llIIIIlttIIIIr r.-+++
_,,..,lI|IIIlttlIll|II f-.,i
,.,llIllttt,,,tltltlf..,_
_ii,+,tlflftt,,,,tlllflro.,i
,IIIIIti,°.,t tIIIIi,., I
iiis"
i/i,.!!ll|llt,..,tlll|IIf.. I
,.111111t, .... tilt|If, ,!
iIl.._IItIIt,,..,'llllIl1.,I
iIi.,rrttFt*, .... ,111111_,,01
i,,'Pr .................. _'_'' II
i,.._I _'.,_
°,|1 l_,ll '
Ii.'' _|''l[
it''t] [ t''l_
ft.'t] [l''t I
it,, II [l',t I
I ,'! If'ill
I_ ''tl _.f''_i
i_ .'I1 _t''_l
l_,.tl I1t.._ 1
i_..tl It,
l_.,f j
ii ..fl
ii..fl
i1_ "fl
i_,. tl
sni v 
0"0 g'I-
-0
j_t, "II
'II
It.
[|)_1|
f),,|!
S/LUO9"0 I. = tu A
_z. _= ) (p)
0
oO =
I---4
0
.r0
0
'oOgl
two) SfIIC[VH
g'I 0"0 g'[-
____J I I I t ._
......... ° ..................
... .... +_itllllIIl_)........
......o)ll|l||lllllll..-....
_.l...ttIOt_fllllll)t....i_
l..I|fI...)_iil,l)..'tlll'*l
i,'tl
l.'l_
l.'l_
i.'|_
l.'l_
il,,.I It
Ll '°I_
LI ,,_11
iI ,,Ill
l_.,f I_
ii ,'|_
ii ,'|11
it..t I_
Ii ,,_I
it0!
1)'I[
I'.li
_l'.l I
!il,..
If,,,
II,..
[l'.li
I1,,_1
fl,.,l
Jl,,ll
ll,.ll
[l,.ll
_I',Ii
|I,.ii
|l',ll
|l..ll
|I.°1 1
|I.+#i
0
b
b
_00
0
...... I --I
Po
....._/wo l,'O I. = _uA o
s 6__ - _(o)
oO = 0 le eueid z
I.---.I
W/ d
(too) S[]I(IV 
g'I 0"0 g'_-
_ l _ _ -0
.......... o.. ..... . ..........
.......... °,,,.,°°. ..........
......... lllltlltl,/. ........
......... ,,lltlll_, ..........
......... 011111|I_, ..........
........... )lltt,, ...........
I+.I_, ..... ++,+. .......
ll''l_
li,'l_
II,'|_
iI,'I_
i_,'I]
I1''I t
ii ,'I
ii ,'I
ll,'t_
II''I Iii ,'|
ii ,,I,.
ii ,,I_
ii ,,I_
ii ,,I_
ii ,'I_
ii ,,I_
ii tol_
ii I,I_
iII. I_
s/uJo 8_'8 = uJA
sgg'0-1 (q)
|f''ll
I'_ll
II*ll
'_''II
llelj
''+|I
''_II
'''II
,f''il 00
I_+|1
11111
lllll
+
i',ll
r|,+ll
Pl.°ll
Ii.oll
P i . 4 i i
PO
0
I----4
- J uIIUoLUdOIOAOCIpue uollelltUl
utd
(real S IC[V I
g'I 0"0 g'[-
I I I I l .--
............. ° ..............
............. ° ..............
.............. .. ............
. ........ .._oi o, ...........
............ t_tl_t ...........
........... ,I111, ...........
............. _II_............
.,+..i ....... I, t I .+ ....... 1..,,
,l,.+)l
,l,.l_
ll).l_
)l).|_
,i,oI_
ll,.l_
i11.I_
iii. I_
Iii. I_
iii.I_
iii.I_
iii.I_
iii+I_
iiI.I_
iIi+|_
lll.l_
iiI.I_
iiiiI_
lll.l_
t..... I
SltUO
'-.i.
I..1,
l.,)l
t..,,
I., i i
l.lll
i
+.Ill
+
;I.ii I
PI.+ I ,
Pl.el,
I.°,,
_._ = u_A
s _0 - )(e)
0
b
0
_00
0
elllOJd MOl-I
I---I.
._ _r_
0
1-----4
(too) SflI([VT._[
oo .
____J__l I I I
:j*-
* ..... ,vlll||lll|lllt,, ,I
, ...... ,111111Illtvt, ...... i
, ...... ,t11111|I1111, ...... ,
...... ,trill|liT111, ...... ,
i ...... ,itfl11111111, ..... ,,
..,,tllll1|1lll*, ...... i|l'"
,,ltll|11Illlt, ...... I
, ...... ,llll|111|lllo ...... ,,
, ..... ,,ttII111111111o ..... ,_
, .... ,tttlll|llllllt. .... *s_
, .... ,tttlll|111111t° .... o,,
. .... ,,pf11111II111,, .... .,,
,.,..,,reetfttltltt**...,,,,
.....wtrPP_flttlllts**0.,.,l
i**ll rl0** I
,.,tl rf,., r
i.,11 |1'*1 I
,..tl rt,.,i
o..t f
ll,*i 1
it. *i_
,**.*
,,..*
-0
b
0
|I***1
rf.,ll
|_**11
#!,,11.__0
ll**ll 0
#t**tI
#l*.lm
ll,,m I
I_,**1
11..,=
l*..m=
I*..,j
**o***
,°***.
s/wo t'08 = mA
s " I (q)
I..--.4
,real SflI(IV 
g'I 0"0 g'[-
0
1--.4
0
*
(_]) z: .0!_
(Luo SFIIC[V 
I 0'0 G'I-
_ I L_J .... 0
II1_"
II1''
|a .... ,_III|1|I11111_, .... '_1
m,.... ,_ltttllllttt_,, .... '_I
_, .... _1III1|I|III_,, .... ,_
_, .... _11111111111_, .... ,_|
I*'''' _11#f#|||1111_* .... _,!
i,..*11 rf'*ll
i1..t! |1''11
i,, 'It, [|f''¢l
li._#! i_#**tl
I
it**#! |#**ll
el* *11; 1#**$1
il_*l | _1"111
,,.0It I ll.*l I
Ii..II] II*.ii
.****'I '*'*''
s_uo L'6[ - uJA -_o
s 6t;'_ - _O)
Co
b
I.---4
rmo SfiI(IV 
g'I 0"0 g'T-
I I I I I
.... . ...... ..o***.** .........
,_l**.._tllllltlllll_ ..... ,.
iii_o._I|_IIIIIIIII|II_'._iii]
ll,.,_11||llltllll|llI_,.,lli
.,,.,,1111111t_llllllr_, ,_I I
.,_IIII|II_IIIIIII,,
I_' ,,_iIIiIi_,IiIIII_,,i ''_I
iii*" 'III
, ,,_IIllIII_III111_',.,_i
_iI_ -° ,_
_lllffflllllll&_&_&_.,#l
ill ,°
II*"
i1,_1_ I',1 I
11,,1_ I',11
ll**l_ #'*II
ii.,I_ I*.I I
ll.'l I :'*''l
ii..Ii I*.I I
ii. 'I_
11, ,11
ii ,,If
ii ,,I|
if.. II
ii ,,ll
ii ,*It
11.'II
i1. "1_
i1.* I_
Ii!* II
i1.. II
..***.
s/tuo V+_ + uJA
s 66"_ = 1 (o)
oO = A 'o081. - oO = 0 le OUeld z - J u! lueuJdole^ocI pue uo!le!l!Ul OlUOJd
-0
b
O
rl,,ml
rl,.i I _ 03
rt'.l 0
rl,,ll
rl..ll
II..ml
I|**ll
I|**11
II..ii
[I..11
li..ll
-I'0
0
_01._4
I--..4
Flow Profile Initiation and Development in r - 0 Plane at z = 5.55 cm, _ = 0o
E
O
--1
o_
"13
IZ
"r'-
O
U3
!
(a) t = 0.22 s
V m =,0.322 cm/s
!
.... ;L'_-
m_t,. .: ',..
I ]
(b) t - 0.58 s
V m = 0.797 crn/s
" ::_
(c) t -1.29 s (d) t =1.72 s
Vm ,,, 1.92 cm/s Vm = 4.54 cm/s
lr"-
o9.
_o-
"T,
(e) t = 1.99 s (f) t = 2.39 s (g) t -, 2.70 s (h) t = 3.10 s
Vm = 4.86 cm/s Vm = 4.13 cm/s Vm = 3.98 cm/s Vm = 3.96 cm/s
.5 0 1.5 -1.5 0 1.5 -1.5 0 1.5 -1.5 0 1.5
Radius (cm) Radius (cm) Radius (cm) Radius (cm)
l=in
Flow Profile Initiation and Development in r - e Plane at z = 0.45 cm, _ = 0o
._ o-
rr
u3
(a) t = 0.22 s (b) t,_ 0.58 s (c) t - 1.29 s (d) t - 1.72 s
V m , 0.001 cm/s Vm = 0.001 cm/s V m - 0.017 cm/s V m - 0.17 cm/s
.... -"_:!. i
"o
[
I I
m
T-"
o-
cr
I.£)
It--
i
(e) t=1.99s
V rn =' 1.18 cm/s
__; ', ' '
I ....!
.5 0 1.5
Radius (cm)
(f) t ,- 2.39 s
V m ="4.16 cm/s
-1.5 0 1.5
Radius (cm)
(g) t ,, 2.70 s
Vm = 4.65 cm/s
i
-1.5 0 1.5
Radius (cm)
(h) t-3.10 s
V m - 4.64 cm/s
'..._._
b 1.5
Radius (cm)
r"'_ ,4
OrZI .oZ 1
%
OZl
O'z!
__°_
02:1
o_1
L
\
0
o?
.w
I
o+! 0-',7
OZl
v
°_
e_! o'_1
0
0
II
0
0
cO
!
0
0
II
c_
Q)
C
EL
N
!
c-
O
(D
1,..
(D
rs
E
!-
0
E
0
E
I.i
0
!1
"0
C
C
0
c-
08
8O
'oz1
o+1
o-zc oz_l
-2__08 -
,o_! oZl, ,OZi_
1.1-
o-_I
oa_ ozl,
(too) S_IGV_
__ oo __-
, , I , , !-0
............................. I 0
0
............................ i
............................
............................. i
.................. .......... I
I
............................ ii__1 _b
......... . ..... . ............. J
............. 'l ..... ° ........ I
' ..... °° .... °°0 ..... ' ...... .,i
0...,,..,,,.,,..,,.,*.,,..'' |
° °°,so.ooo,oo o • . • .. °-°°l,,. '
'''.sl
s,..sl
fl'..ll
ft,.l|
It,
'I I
''..ii
I".ii
It',ll
i'°,i|
!'..q
L "ll
_t,°..
! i|
!",Ii
'I I
_t.,I.
• II
i "Jl
_'",_1
s/tua 90t - mA
s ;_L'_ - I (P)
l.'''l
l,,t
i., s
l,,+tl
l,.ltl
,t tl
I'
|,,ttl
I ''til-
l .''fl O
.ill
i o
l,.tll
l,'tl
l'°t_
10,tll
|''v Ii ,'t
I' ,t_
l,'v_
it_-t"
• IX3
0
I---.I
/mo_ SfllGiV_t
g'[ 0"0 g'f-
__J I I I I .
...................... , ......
.......... o ..................
........ ...o,, ...............
, ....... ....o ..... o.o .......
o+.. ........... ..., .........
....... oo....,,.,,,o, .......
o,, .... ,.,..,el.,,,,,,,...'"
• ..... .,o.,,ooi o.o,..,oo-.- ''
g,..,,+,,.,,,,,o,.,,..°,,. ,o'
o ° .os,.o,,, o o o o,,,, • .**l,t, • °'
te,.sU ii. ,11
tl,,ll I iI* "tl
II,.IU ii .'ll
tl,,ll I LI ,'II
t'..ll I _I .''I
tf,,llI [I.'II
fo..ll ] ,,.'"
_t.,llj ...."
It,,ll ,..'",,
''''I_ "''"
tt..id ,,,'"
ft,,ij ,,,'+_
tt,,lj ] ,,,'"
ft.,lj ......
t,.,li j :,,.':
ft,,l_ ![,.,.
f'''l_ it''"
"'all _l_''_
s/tuoI_'0_" m A
O
O
_03
O
o
(real Sill(IV?L[
g'I 0"0 g'_-
-0
b
I I l I I
........... o .................
......... ° ...................
.. ......... ....o.* ...........
.o ....... ,,,,ii*.*ooo* .......
.......... ,,.**I°..*-, ........
....... ,,,o°,I,,.**,°,** .... *
,,..,+oo.°.,+o.,,+*,,..o_,.o"
rl,,ll [I ,*l
I_,oil i I-'t
_,..q li."
I',,ll ii ,'_
It,,ll II''t
rt', I ll'"4
rt'. I ii."
rl,.ll II'''
ft',I II'''
ft'' 1' I1'''
[t,,i i IL"'
r_',ll i_'"
rt',li ii'"
rl,,|i !l'''
It'. I ' II'''
fl'. I ' II'''
r',. I' It'''
f_"_i _t+''
s/wo ;_'8 = WA
s 8g'O = ; (q)
O
_03
b
bO
O
(v) 9 _!_
(mo_ S_FIKIV_
g'l 0"0 g'_-
F-=--I
__I I I t t
................... + ........
........... . ...... 0 .........
........... .0, ..............
0
............. +°+. ...........
*l*.Sl ,e -_I.
111,ii L #*tll
"*'ij L'''"
_,,_| L, -''_
'""I _"'"
'"'_l I'""
,,,.q i,,,,
'"°I i°....-_
'''"l _'*''" 0
ltt.ll ii _tIt
Ill,l] ii *t|l
'"'_I I'""
'""I I''''_
"*"l i' '"
lll*lj _i l'tll
lll*|_ _'I ,+It
ii 'III
III'I_
III'I_ _ I "III
IIi.|_ I "III
, . _'_
s/Luo _£'_ = tu A o
s _'0 = 1 (e)
O
k)
I--..4
o08L = A 'o08 I. - 00 = 13le eUeld z - J u! lueLud01eAeclpue u0!letl!Ul eltt0Jd AAOi-I
;u: ?l stqI(IY?[
g'I 0"0 g'[-
I I I t , :-O
............................ b
,.o. ........................
.............. ,o,,, ....... ,..
..... ,,,,,,,,,,l*,.,o,,, .....
,o ..... .oo,o...e.*.,,,o,--.''
,,,..o,oo,,,G,,oo,*,,,.o*,'''
,,.,ee..o..o,,, ,, ,, o,-o,l_,'"
,,,_ I jw "tl
i,,i J i, "ee
t,,i I le II_
,t!
t*,ll I"
,it
,t!
i,,| I'
,I!
t*'l .I'
t.,i .I .'fl
i., I l, "tl
i,,l 'l ,'o1
'l,,I il.,fl
't,,l _fl,.fl
It'* I ll'*tl
It,, 1 Li ,'i
II.,l _i, 'II
ft., l LI,. ,
rt',i ll' .l_
It,, 1 11,'11
rl.i I i1, ,t
I,-,i ll_-'
L I,
s'wo 9"0L = uJA
s OL'_" 1(q)
0
I---t
_(DO
b
rmo_ Sf'lI(IVH
g'I 0"0 g'[-
I I I I l
o,., .............. , ..........
.... , .................... ,...
.o ...... ,., ..................
.,,.., ...... , .... ,,.,..,...,.
..., ..... • ..................
• .................. ,.., .....
..,...,,,,o..,o,o,..o .......
,..o ...... , ............... ,..
..... ,.,.,•,.o,*,o,-*-, ......
,...,,,,,,,,,,l,,,°o.,,* .....
,,oo,o°,,,,..,l..,,o,,,.-.o''
***¢1
l.*,l
I'*I|
h*l I
t'*ll
'i*,ll
_l,,ll
lt,,ll
It,,il
_f',ll
tt',ll
h,,q
t',ll
ll'*ll
! ,
• 11
II,,.
r,,,lj
/t,lll '
It.,l'
r,.al' '
,,.,°...,.,,,,..,,Is* o*'
11°*'
ii* "i
it, °'
_i. *i
[I ,'l
il. *l
ii .'i
I1'"
Ill''
I1'"
I1'"
I1'"
II'"
ii 0-"
I1'"
I1'"
Ii'"
iI_-'
-o
0
o
0
•-PO I_0
b SlWO 9"0L - w A o
s OL_ - 1(6)
I----4
(8) 9 'B!:_t
rmol SFIIGV_
g'l 0"0 g'_-
I I I I i
......... o ........ • ..........
, ...... , ...... ,.., ...........
...... ,..,...,,1.o.° ..........
,o .... ,..,.,*.,,*.o, ....... ,,
.,...,,..,,,,,,.,,**,,*.,..''
',.,es-o .... o'*''''°*'''_*''°
''**sl
ll...,l I .'tt
lt,tl i i .''l
rl,,i; i _'it
li,,l I ,*i!
ft*,l i ,_it
li,,l 1 ,'tl
li,,i, 1 ,'il
li,,i ' i _'ll
fi*,l i ,'il
fi,,l 1 ,'il
ll,,l l,,fl
ft., i ',,,il
_1.I° to''
It., I ,.,,
It,, I ill °'
lt,, 1 ii ,°'
_i.,| LI""
_'"l [,,.,I
s/uJo 9"0L = uJA
s 6_;_= 1(t)
-0
b
_4_
b
I---4
_.m
0
I--L
-Ix)
0
r,mo_SflI(IV_
g'I 0'0 g'I-
I i I , I -0
123
........ , ......... , .........
............ , ..... , .........
......... ,,,.,, ..............
................... o ..........
,,,,, ..... ,,,,,0,.,,*.,, ......
,o.,,,°°,o,,,,_a,,o* ........ ,,
,,,..,.,,,,,.,ooo,,*,,,.*o,'°
,,.,._.o.,.o.,,,.,°,*o-,_**•
i,,,, I i •''
ll,,i I i ..t
|f,s| I I _*'
ll*.l! I'''
II..i. I *'i
.i
I1',1 I*
ll,ll. ' |**!
.t
It.,l I o
II,,11 1 *'!
li,, I I ,'1
li*,ll 10'l
It,,l I ,'I
ft,, I ,i ,'I
fl0,I ,I,'I
ft., 1 ,1 ,'i
it., I fl,,t
ft., 1 ii ,'l
ll,, 1 [|,,I
h., 1 ii ,'l
_'-s/ Ll'"
sD.uo 9"OL = tu A o
s 66"L =1 (e)
o
I--..-I
,--]
_O3
,
O
o08L = sk 'o08L - oO = 0 le eUl_lcl z- J u! luewdoleAec] pue UO!le!l!Ul ei!lOJct MOl-I
(uJo) smpeEI (wo) snlpetl (uJo) sn!peE! (wol s_!psi_
• ' 0 £'-
S'i- ! -,
. 0 (:j'L- " 0 S'L- S'L 0 S'L- .
I t J I i l __[_
..: ! i :"..
I:::_,_-@_-"_--_:: :!- _ ----'__,_--- ..
-.;_.::::;:;_:,,.::,';C'_-'--....A t//,, ,,
s/uJo _L'L- w A s/wo 8L'L " w A s/wo 8L'L = w A s/wo 8L'L = w A
s ovc- _(q) s OL_ = _(6)
L__
_ ° _..,,..4_ • • o
,,_ • lilt t q= °*.
.f 4' i/ii$_ .,
SlWO _L'L = w A s/wo _L'I. = w A
s _L'L " 1 (P) s 6_'L = 1 (o)
s 68"_- 1 (J) s 66'L = ),(o)
- ..._._,./,,,_,_:_ ___...._
...:_',;,',:',',,'._::...
s/wo L6L'O = uJ A
s OS'O " },(q)
I I I I I I ....
_o
I -_-z: : :-_'t_:: .....
I---"=.;. ;"._;_,,.,'.'_.'.=.;:::-:-"-
_' _ ::..:;.:;!::,::::.'_7;
X////: "',"'x"-d
s/wo 888"0 = UJA
s _'o = _(_)
_L
b_
33
c
o')
0
3
v
-b_
o0OL = A 'wo SS'£; = z le OUeld 0 - J u! iuewdoleAeci pue uo!le!i!Ul elUoJd MOl-i
(wo) sn!peki (wo) sn!peu (wo) sn!pP.kl '_u_'
_;'L 0 y'L- _i'L 0 _l" .- £'L 0 £'L- _I'L 0 _'1.-_
,, , ,,_ii_ I ........i ... ....:_ ....,,,,,;, ..•. .,',;i,;,'. .. ". , , ,,'," , ." I_1
•.. ..''",, ,,,,,..."".. .. r.._'-',\;,,,.;,,.,.-...-_"" " " " " " /i"-.'.'-_\\ t';,_"_:--':...kl
" "' / ° "_\\\_' "" - F " ," \\_ -.," -" .- ! 0
• .....',,,._,;,_;;,..:..... r "-.._ "-,'-.'_\_,,, •, .- -- I .... ::,.'-,3",.,:-;-_'.----_.... I -"
_:.]? - :::: -"-:::...... - _".. :.:::--_D_:::: .I- o
•_,.::--:..----..:-:: _- ---".--"_:."---- V_-;-_,_""" _,,_::-:::--.""""" k
•...,/,,,,,-........,, \...."...;,_'il!?i,:,:..'..... \..-':;//tt ",.',,'-,",:'--.all\" :.. :;.:;/;,,,.,,,',, -.. li " " '"' • " "- ,,: ,-/: ,: - _ t "-"\ ..-'.,"t/Ill',, , -. -.t\- ,, .n l'/f/ 1I• II I i i t • ,,i i ! , .- ,-,,,,.,, . . \....'_,,_ ,.,',,",..-../ ,,\ ." / l _v I I 'l '+ • *, /
"" ' ' '' ' .... " / \.' ." , ! i , ' , '. ./ \ " ' ! ' ' ; ', "" / I"'""" ","'. _..',,.'.-.l i• , t e i _ Q • , w _ i _ " • ..-L
s/uJo LL'0 = uj A - s/uJo LL'0 = uJA s/tuo LL'0- tu A
s o_s - l(q) s oz'_= 1(o) s 6_'_ - 1(t)
I, I i .1_ L i i i ,,I i _ I_._....,__.._._II I I I i 1- L,',
I i_ I ., ', _ , , // , • ., "., ,, , ' ' ,, ,' ,'n .'
" '
w • '
_ch.
.........-::-,---.--..... I:::!-.--_'__::::-
_:: ........ :---.. :,i I---"___-:: i.... --..... --'--', ,, ... .:::: ::: g_.. "" .-'" ." . _'_ "-..
• • t I I li • _ '\__ _',',.",',.'"/I
/ \: ." ," / i i t " ". 't \ .' ' ! I i '_ ' ", / I
\ i" i' -I t i ' • ' i ' r f t * * '
•..,,,."'1""L • "" . ..... _L = _ _-
s/wo LL'0 " w A s/wo LL0"0 " w A s/wo L00"0 " w A s/wo L00"0 w A
s _L'L - 1 (P) s 6_'L = 1 (o) s 80"0 - 1 (q) s _'0 " 1 (e)
o08L = _k 'uJo 01_'0 = z ;e eUelcl 0 - J u! lueLudOleAOCl pue UO!Ie!I!Ul el!tOJci MOI-t
Initiation and Formatiom
a) t = 0.22 s
i
Ib
'l
120 I-_
120
J
C3
N
of Temperature Profile in
(b) t = 0.58 s
IfiJ
\
120
@
120 S
r-z
(c) t - !.29 s
Plane at 0 = 0o- 180o, _ = 180o
(d) t- 1.72 s
t',,!
i20 t-
_f-12o120
-N_
,2o1120
Fig. 9 (A)
o
0O
n
v
!
O
O
It
cD
13_.
N II
I
11,,,-- v
c
O
13_
(D
I,,,--
o
E =
Q.1
I-- ""
O
E
O
E
I,,--
O
Ii
"O
c
c_
c
O
c_
c-
0zl
O17
0i7
n
aZ]
q"zl OZf:
N
0el-
o.,_
oz I 0"ZI
ozi oz_
"7
(D
v-
017
o_
_ozl Ozt
oZl
O'_!
"_L. °
c_
/
rn
'L:_
(tuo} SfllGV;EI
g'I 0"0 g'_-
I I I I I _
flirt, ........ 'lilililllllllll
llllt .......... II|LIIIIIIIIIII
lilt, ......... 'lllllllllllllll
_II11 .......... llllllllllll|ll
1II_,.. ...... 'llllllllllllllJ
_|lh ......... ''1111111111111
illt_ .......... ".1111111111_
llllt_ ......... ----i1111111111
;I|111, ........ Itlllllllllilll
'||lit, ........ --1111111111111
.... ''111111111111111
'||III_ ..... 'lllllllllllllll
'II11_ ...... illllilllilllll
'II11_ ...... #11111111111111
llI1111_ ...... e#iilllllllllll
rH111 ................ ''ktllll
rltltq t$lill
'11111 _lllll
11111 _11111
Ht|l 'IIIII
Hill
*IIII
11111
illll
11111
Sllll
11111 _llll
1_I!I '1111
11111 'll|l
11111 'II|I
11111 'IIII
_ttts 'llll
,,_tl "Jill
_'t '_111
"till
"'°'_ "'ill
.,,,t "_111
..**t "_111
...... o.°,
s/uJo 9"0_ = WA
s _L'L = 1 (P)
-0
b
_ tl_
0
_.m
0
I--.--t
-- (tuo} SI]I(IV_I
g'l 0"0 g'I-
, , I _t t
lilts, ........ llllllllllllllla
lJJl_, ....... ,IIIIIIIIIIIIIII:
Ilt_, .......... ,,,,,_,,_,_,=
r_llt_ ...... '',1111111111111
I||11, ........ _1111111111111
I1111_,........ ,,_,,,,,,
Illt1_ ....... ,,,,_=,,:l,
llllt_ ...... ,,,,,_,_,_,,,
Jlll111ttttlltt.,_l=li,lllllll
|||lltt_tt-...,.,,=ittil,
111111 .................. ttt_t=
1111i_ ilil
ttlll_
11111ff
11111_
_I111
11111
11111
t111111
11111_
_tlttll
tit1111
,lllttl
i._sqtll
.,tsttl
..,tsq
..,tt Sl
j.... • q
_IIII
|III
IIII
IIII
illl
_III
'III
=II|
'III
'III
'III
'111
''111
''*11
'.ell
'.*||
',11|
P.lll
'-°_¢
....
b
0
0
' ,..o0
• t_ L..... 1 t_O
o s/tuo Y'O_ = tUA o
s 6_ = _(o)
ogl,= _ '008 k -
I----I
oO= 0 leOUeld z -i u! luewdoleAecl pue uo!le!l!Ulel!JOJdMOl-I
bd
b--4
Imol _FIIGVH
g'[ 0"0 gI-
I I I l " I
rlllr ......... iliiillLIiiiiil_
Pill, ......... 'lllllllilllllll
rill, ........ '_lllllltlllillil
I111, ......... '111111111111111
1111.......... ";llllllllllillJ
ri11, ........ ,eUlllllllllllll
ri11, ....... "tlllllllllllllll
1111,......... ,Inllllllllllll
i|11_, ........ ,-nlllllllllll
illlt, .... '",,-1111111111111
iI|II, ....... "'1111111111111
i|111, ....... "ulllllllllllll
I||11_ ........ tullllllllillll
11111, ....... "Ulllllllllllll
'II11_, ....... '_'lillllllllll
illlt, ........ ''llllllllllll
11111 .................. liIIll
1|11_
11114
'11114
_1111
'11114
1111
1111
11111
111111
'11114
'I1114
11114
_ltlt I
11_111
It1111
LIIIII
illlll
[11111
LJIlII
illlli
i11111
I1|111
il|lll
llllll
[11111
111111
ll||ll
[llllJ
_11111
Clllll
II111
Iilll
"1111
'.1111
''¢1|i
-0
b
.o
_00
b
I-.--I
(tuo_ St'II(IV_
g'[ 0"0 g'[-
I , I l l -0
l|Iff ........ "II|l|lIil|llll,
lilt,......... *llI|Al|llllll|l
lilt, ''"_AI
...... 111111111111
[111,........ "_lllillllllili
lI11, ......... 'Ulllllllllllli
11111......... '-lllllllllllli
i111_,......... "-lllllllllli
1111t,......... "#ll/lllllllll
illlt, ........ '"l:lllJllllllJ
i1|Ill ......... ulllll]lllllll
1II11_ ........ 'UlllJlllllllll
1|111_ ........ 'ulllllllllllll
11111_ ........ '_'111111111111
_|11111 ........ '''111111111_
!I1_11, ........ '''IAAIIIII|I
111111 ................ "kl|lll
1111_
illlll
11114 _11111
11114 111111
11114 11111111114
11114 11111|
_11111
111111
llllll1111
111|11
1_I111
111111
1111
_11111
1111
llllll
1t1I_
_11111
lttllI
'_ll|l
1._1 '11111
I_t .,1111
'"_" "1111
,,_!. "till
• *till ''#Ill
0
0
t-----I
(B) OL "Did
-0
b
(mo_ SFII(IV_I
g'I 0"0 g"[-
__ i l I I I
!f_t_, ....... *IiiIlllllllllAl
fill1'....... "lllllllllllllll
'If11......... '_Allllllllfl#|ii
1111......... 'IIAIIIIIII/IlI]
'11t, .......... UAIIIIIIIIIIII
'111,......... ''1111111111111
111_........ 'l"allllllllllll
'1111,......... "mllllllllli
'lltt, ......... t'l"lllllllli
11111......... "lllflllllllll
111111......... ullllJllllllli
111111......... "'lllllllllll
;lltlt ......... "'lllllllllll
111111......... "lllllllllllll
II|1111........ "'11111111111
lllllt,......... "'Ullllllll
111111................ ' _111.
rtllll lllll,
_lllt] Ill|l,
I11111 Illll
rttltl I1|11,
111111 tllll,
r_1111 _llll,
111111 illll
111111 'All|l
I1tlil '_111
,Itlt_ 'tAll
'lltl_ "*III
_III|_ "'II|
.,111_ "*II|
llllll "ill
,I111 _ '.iii
.,_I' '.i| A
,.llS_ '''I|
.... . *-...
sAuo 9"OL = w A
s 6¢'¢" _(I)
0
I---4
[t_o_ SIq_IE[VN.
g'I 0'0 g'[-
I I I I I
llll_, ....... 'IIIIIItlIIIAAI
'lit+, ........ 'Allllllllllllll
1111,........ "llAllllllllllll
Pill,......... 'illllllllllll|i
[1111 .......... IAIIIIIIIIIII|L
11111........ "_AIIIIIIIIIIIII
I111,......... 'I--llllllllllll
I1111,......... _nllllllllllll
l|11_, ......... -UlIIIIIIIII
I1111,......... ".1111111111
I1111_......... ulllllllllll
I1111_......... ,--111111111111
I1111_,........ -lllllllllllll
111111,........ _-nllllllllll
1111111........._'lllAlllllll
111111, ......... ,_+I_IIIIIIIII
IIII11 .......... ......... Xllll
'111I
11111
'11111
:11111
:11111
r11111
r11111
r1111_
tt1111
lltlt_
Itttl'
,flit'
_I111'
11111'
,1111
,ii11
.1111
.Iiii
.o*tl
...,.
IIIII
lllll
+fill
illll
'IAAI
'fAIl
'tAll
'1111
'tAll
"'III
"III
"III
"III
"ill
".ill
'.ill
'''II
i''lll
!'*_II
l'*#fj
L,--o,
'-+ '-+ A
_N =WA _ _ Wo s/wo 9"01- b b s/wo 9"OL =
s OL'_ = I (6) s 66'I.= I (0)
-0
_.¢-
0
I---I
"6-"
O:3
b
'N
o
09 = A 'oOBL - oO = 0 le cupid z - J u! lueuudoleAO(] pue uo!le!l!ul el!lind MOld
0
b
 tuo) SflIC[V [
g'I 0"0 g'I"
'oll
Olll
'Ill
_111
Olll
till
II|l
IIII
I$11
tlli
III I_
b
0
(v) "6!-J
(too) SflItlVE
g'[ 0'0 g'_-
, , I _ L_--_ 0
......... . ..... . ............ b
........... ,o.,.o, ..........
......... ..,tl...,* ..........
.......... 'llOll¢l'' .........
0 ......... ...... ..... ,.....
,..0,..,,,. ........... ....,.0,
IIIllllll#ll#lltllliilillllll
|ll|lllllll#lllltllllllllllJIII II|III#**_SSlIIIIIIIIIII
II IIIIIIIl_lllllllllllllJ
Ill .... ' .............. 'Sill
|1"" r'_l|l
|i" !"ill
ll' !"111
It' ]"11|I I, T"lll
ll' ["_11
.' F"U -m
ll' "'_ll 0
11'" l"lll
11'" ' 11'|lJ
|1'_i It'l|_
l_. ¢` n.,ll
1 i.t; !l.lll
1 l"f! [l'olI
i t-ll I1,,i1
i_-l' [1.#1l
it./I r|.#||
(mo SFII(IV I
0'0
I I I I I
............. .o ...............
............. ......o .........
............. .... ............
..... . .... ..ol|lll. ..........
.............. • .. ............
.... ,.. ..... 0t... ............
. ........... .0,. .............
,. ....... o.sSs,,, ....... . ....
,,,_ r,.,,,
,,.,_ r,.,,,
,,.,_ r,.,,_
,,.,_ r,.,,
Ii ,f_ I1.11 I
it. I_ I|.ll I
i,. I_ rv.,l,
ii .'_ rf.,ll
,,,_ r,,,
,,.,_ r,,,
,,.,_ r,.,,,
it .t_ I1o111
I_ 11.11 I
II °
II .!_ rl.,ll
II _|_ [I_11 I
I I.|_ '_'llj
II, |_ rl. III
,,.,_ I_.,,,
o_._ I_.,,_
-0
b
_,Ix
0
I-,--I
"5"
_(33
b
bO
0
0 0
oSl,,= k 'o0Li_- 006 = 0 ;e aUeld z - J u! IUOLUdOiOAOC]pue UO!Ie!I!Ulel!lOJd t¢,Ol-I
I,-.-,4
_1. 'I3L-I
(uJo) sn!pekl (wo) sn!peki
§'_ 0 1::3"_- £'_ 0 g'_"
L , , I _ , ,,----1-
. I t Ill I i I l#"
,-.....<,,,,,,,:,:',,,:,..\1
/_-'..-'.'_:..'.....-"...':W "J
(_4_<,!!!_:::::::. . .._.>.:.,,:.>..........,.
"::A_7'""", ___"-''--- ...... ' ".," .- .'jlllll! I I %%t, \ _',,;"-IL'" .-'///,, ', I'_',, :/
X,"..'/i l i _",,"../ X,'_/., .,.... :... , . ,','_,,, ,'.
,,, tu A S/LUO 06"_ = W AS/WO 96"_
6 I
s o vc ,, 1 (q) s oz'_ - 1 (_)
(LUO)sn!peEI
_'1. 0 £"
. -:r4;',';,".-" .", "" -.
.. _dJSilesi d ,, • ..
_,.--:W</,ysii;::.:;)::<::..;
\__,,, ,,, ,,',,,. -.t
." . 4 / i I I _I "-W_, ',,",?"...-/
".." :.; I',',,"./
SlWO 8L'_ - w fl
I t I I .... ---J_
• % _ 1 l .
• o _ % • % l ,
-. -..\\:,:.. , ,, ..
I.... -_---.-z._--',_.:::..-.:-.-...-"...I ..... ___*o)': :: :"I....... L'-_f r.:,",..--'.:."., .....
°-" _ _.",',, .',", •• •
• _ ..,. r" , • o ii % ".
." _ t- " I # I I %_ •
s/uJo g6"_ = w A
s ;_L'I = I(P)
I I ' I o a ,,
"'... "--'-2-'-.'.::'.".-" ..'"
s/wo _16"_= w A
s 6_'_ = 1 (o)
I l l I I I
SlWO L6L'O = w A
s 8£'0 = I (q)
(woI _n!pe_
g'i. 0 g'_." 0
,,,,..&
_.-_,,W,,,.-.../ -.-
"X: .: f W',", "/
SlWO 9_'g -w A
s 66'_ = i (e)
I I l . I . n '
_ o . o • •
. _ o ° ° , • • • ° °° .
o_ • • , ,li • • .
. ,, ,,., ,':; .'... -..
s/wo ggS"0 = A
s _o - 1(_)
ogl_ = sk 'tuo gg'g = z le OUeld 0 - J tl! luewdoleAeo pue uo!le!l!Ul
!
b_
iil
13.
_o
t-
O in
O
3
L ..lb_
el!lOJd _Ol-t
Flow Profile Initiation and Development in r - 0 Plane at z = 0.45 cm, _ = 45o
E
O
v
L/}
°N
C¢
(a) t= 0.22 s
V m = 0.001 cm/s
O
'11'-"
I
(e) t=1.99s
Vm = 1.18 cm/s
E
O
._ O
-o ...%
, I
' - .5 0 1.5
Radius (cm)
(b) t,- 0.58 s
V m -, 0.001 cm/s
"'" ........ " O
....... ".= E(....
, ' I ' I
(f) t ,,, 2.39 s
V m -, 2.16 cm/s
!
-1.5 0 1.5
Radius (cm)
(c) t ,_ 1.29 s
V m = 0.017 cm/s
..... : -i!_o
-1.5
(g) t ,, 2.70 s
V m = 2.65 cm/s
0 1.5
Radius (cm)
Fig, 13
(d) t ,,, 1.72 s
V m ,, 0.17 cm/s
] ,
(h) t = 3.10 s
V m = 2.64 cm/s
, ' I '-----t------3
-1.5 0 1.5
Radius (cm)
0
L(')
II
O"
0
!
0
0
II
c
t_
N
!
t--
o_
0
D_
a)
t_
E
0
0
B_
E
0
1.1_
c-
t_
c-
O
c_
°m
c-
m
I
A
0")
!
0
v
c_
II
v
0
I!
v
I'
OZl
c_
c_
Or7
0-_
o-at
__...P. •
ozl ozl"
L ,
ozl
o17
ozl
C..Q
C',I
o,I
o/
c,,,lj-
OZl
o17 0
4"
o
rj '_
v
°_I.I...
0
1.0
!1
O"
CO
I
0
I!
o
"2.
|
e-
v
o'_ !
o-c J O-el
o'cl
__LI i _--
OZI OZJ_-"
-.I...
",I
.,,.,.,.
11
I0
0
Ii
c- •
-- |
!
t-
o_
0
$.-- •
_ u
E --
I-- ---
0
E
0
Q_
E
0
c c:)
0 n
mm
om
c
-ozl o7_!
017 _
.1
021 ozl
0
rxl
0
_._._----
021
cr-zl -0Zl
.--,
f
f
J
oZ'1
f _
o_
(',1
<
k_
°_
u_
0-z_ 0-zl
0
1.0
,_-
II
O"
0
!
O
O
O')
II
O_
N
!
I,=.
c
(D
O
Q
I,,,--
O..
E
¢b
I--
O
E
O
E
O
LL.
"O
c'-
c--
O
o--
¢.-
O
II
CXl
II
(,0
II
v
o"V
,,=_
I
..cr_I 0_I
O¢,
0-_
C3
azl 0-_i
_-'Zl
017
(tzf o'_1
¢d7
_d
m
°_LI_
I
0zl Ozl
